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§ 67.173 Cancellation; requirement and 
procedure. 

A Certificate of Documentation 
issued to a vessel together with any en-
dorsement(s) thereon is invalid, except 
as provided in § 67.161, and subject to 
cancellation upon a determination by 
the Director, National Vessel Docu-
mentation Center that the issuance of 
the Certificate was improper for any 
reason. When a Certificate is subject to 
cancellation, the owner of the vessel 
upon being notified of such require-
ment must send or deliver the Certifi-
cate to a documentation officer at the 
National Vessel Documentation Cen-
ter. The vessel owner may submit an 
application for exchange in accordance 
with subpart K of this part to correct 
the error giving rise to cancellation. If 
the vessel for which the Certificate was 
cancelled was previously documented, 
it remains documented under the pre-
vious Certificate of Documentation, 
unless deleted under the provisions of 
§ 67.171.

NOTE: Certificates of Documentation which 
have been canceled are retained at the Na-
tional Vessel Documentation Center.

[CGD 89–007, CGD 89–007a, 58 FR 60266, Nov. 
15, 1993; 58 FR 65131, Dec. 13, 1993, as amended 
by CGD 95–014, 60 FR 31605, June 15, 1995; 
USCG–1998–4442, 63 FR 52190, 52191, Sept. 30, 
1998]

Subpart M—Miscellaneous 
Applications

§ 67.175 Application for new vessel de-
termination. 

(a) When a vessel has been con-
structed entirely of new materials, no 
application for a new vessel determina-
tion need be made under this section. 
Application for initial documentation 
must be made in accordance with sub-
part K of this part. 

(b) When parts of an existing vessel 
have been used in the construction of a 
vessel and the owner wants a deter-
mination that the resulting vessel is 
new in accordance with this part, the 
owner must file with the Director, Na-
tional Vessel Documentation Center; 

(1) A builder’s certification, as de-
scribed in § 67.99; 

(2) A written statement describing 
the extent to which materials from the 

existing vessel were used in the con-
struction and the extent to which 
those materials were torn down; and 

(3) Accurate sketches or blueprints of 
the hull and superstructure which 
must identify, where practicable, com-
ponents of the old vessel. 

[CGD 89–007, CGD 89–007a, 58 FR 60266, Nov. 
15, 1993; 58 FR 65131, Dec. 13, 1993, as amended 
by CGD 95–014, 60 FR 31605, June 15, 1995; 
USCG–1998–4442, 63 FR 52191, Sept. 30, 1998]

§ 67.177 Application for foreign re-
building determination. 

A vessel is deemed rebuilt foreign 
when any considerable part of its hull 
or superstructure is built upon or sub-
stantially altered outside of the United 
States. In determining whether a ves-
sel is rebuilt foreign, the following pa-
rameters apply: 

(a) Regardless of its material of con-
struction, a vessel is deemed rebuilt 
when a major component of the hull or 
superstructure not built in the United 
States is added to the vessel. 

(b) For a vessel of which the hull and 
superstructure is constructed of steel 
or aluminum— 

(1) A vessel is deemed rebuilt when 
work performed on its hull or super-
structure constitutes more than 10 per-
cent of the vessel’s steelweight, prior 
to the work, also known as discounted 
lightship weight. 

(2) A vessel may be considered rebuilt 
when work performed on its hull or su-
perstructure constitutes more than 7.5 
percent but not more than 10 percent of 
the vessel’s steelweight prior to the 
work. 

(3) A vessel is not considered rebuilt 
when work performed on its hull or su-
perstructure constitutes 7.5 percent or 
less of the vessel’s steelweight prior to 
the work. 

(c) For a vessel of which the hull and 
superstructure is constructed of mate-
rial other than steel or aluminum— 

(1) A vessel is deemed rebuilt when 
work performed on its hull or super-
structure constitutes a quantum of 
work determined, to the maximum ex-
tent practicable, to be comparable to 
more than 10 percent of the vessel’s 
steelweight prior to the work, cal-
culated as if the vessel were wholly 
constructed of steel or aluminum. 
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